ELE Occasional and Meeting Tables

datasheet
Table Top Shapes Base Finishes:
Round: Square: Standard Optional
TME3017 30Wx30Dx17H TME303017 30Wx30Dx17H
Product Weight: 24 Ibs Product Weight: 24 Ibs ‘F I
TME3617 36Wx36Dx17H TME363617 36Wx36Dx17H )
Product Weight: 28 Ibs Product Weight: 28 lbs ~ ©-Chrome S-Silver B-Black
TMES3030 30Wx30Dx30H TME303030 30W x 30D x30H Standard Laminate Finishes:
Product Weight: 24 Ibs Product Weight: 24 Ibs
TMES3630 36Wx36Dx30H TME363630 36Wx36Dx30H
Product Weight: 28 Ibs Product Weight: 28 Ibs White Black
TME3036 30Wx30Dx36H TME303036 30Wx30Dx36H
Product Weight: 24 Ibs Product Weight: 24 Ibs
Fog Bleached Legno
TME3636 36Wx36Dx3H TME363636 36Wx36Dx36H
Product Weight: 28 Ibs Product Weight: 28 Ibs
TME3042 30Wx30Dx42H TME303042 30Wx30Dx42H Millenium Oak Weathered Ash
Product Weight: 24 Ibs Product Weight: 24 Ibs
Contact sales representative
TME3642 36Wx36Dx42H TME363642 36 W x 36D x42H for more information.

Product Weight: 28 Ibs

Product Weight: 28 Ibs
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ELE Occasional and Meeting Tables

datasheet

Features:

* 4 table heights available, 17”7, 30", 36"

and 42”

Round and square top shapes
Designed to coordinate with Elé
seating line

Laminate and veneer top material
options

Laminate and Veneer tops are .75”
thick with natural exposed plywood
knife edge

Laminate available in 6 standard
colors with clear coat finish exposed
plywood edge

Veneer available in all standard OCI
finishes on Maple, please refer to our
website for current colors

Veneer tops, edge will match top
finish color, unless specified

Base and column standard in
Chrome or Silver finish, or optional
Black finish with upcharge.

All dimensions are nominal

Warranty:

o All Elé tables are warranted from

defects in material and workmanship
for a period of 10 years from date of
purchase to original purchase only

Construction:

Table Top

e Veneer tops made of .75” plywood

consisting of MDF crossbands and
veneer core interior plywood for add-
ed strength and lighter weight. Table
edges are natural stained exposed
plywood sealed with epoxy.

Base

¢ Diecast aluminum base with

adjustable glides

e Collumn is 50 mm diameter, 12

gauge steel

Please visit ociseating.com for
additional product information.
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Product Durability:

* Meets and exceeds all applicable
testing standards for safety and
durability

e Designed and assembled in the
U.S.A under strict quality standards

Environmental:

e All wood used is TSCA compliant
to help reduce and or eliminate
formaldehyde emissions.

Shipping:

The Elé Line is delivered pre
assembled by the OCI Team of
assemblers, bagged and wrapped for
protection. Ships in a carton or blanket
wrapped where available.



